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E1 - Exterior Wall

- 5/8” moisture-resistant GWB

- 2x4 stud framing @ 16" o.c. installed parallel to floor (run

plumbing/electrical in this space)

- 2-1/2” stone wool batt insulation in cavity, total R-10 (install

behind any plumbing); OR ALTERNATIVELY, 1-3/4” batts

total R-7 (3-1/2” batts split in half)

- vapour barrier type F

- 2x6 stud framing @ 16" o.c.

- 5-1/2” stone wool batt insulation in stud space, total R-24

- 1/2” OSB or plywood sheathing

- air barrier type G

- 1x4 vertical strapping @ 24" o.c.

- Pre-finished engineered wood siding
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F1 - Main Floor

- Flooring as scheduled

- Underlay if required, per manufacturer's recommendations

- 3/4" T+G OSB or plywood subfloor, glued and screwed to

sleepers

- 2x4” sleepers @16” O/C laid horizontally on edge, screwed

perpendicular to joists (run plumbing in this space)

- air/vapour barrier type E

- 1/2” OSB or plywood sheathing, glued and screwed to

joists

- 16” framing at 16” o/c spans between and flush frames with

floor beams — open web floor trusses; OR

ALTERNATIVELY, TJI engineered wood floor joists

- 2-layers 8” stone wool insulation in joist space for a total of

R-64 (ASTM C518)

- 6x20" integrated engineered wood beams as per

Manufacturer

- 1/2” pressure-treated plywood (protects insulation above)
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E1

F1

R1 - Typical Truss Roof

- Roofing as specified c/w underlayment type A

- Ice & water shield underlayment 48” from centreline of all

eaves and valleys

- 3/4” (19 mm) plywood or OSB roof sheathing

- Pre-engineered wood trusses with

minimum 20” (510 mm) depth at heel and tapers

- 2-layers 8” (203 mm) rock wool insulation in truss space for a

total of R-64 (ASTM C518)

- Vapour barrier type F

- 3/4” (19 mm) ceiling strapping @ 16” o/c

- Ceiling finish as specified
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FLOORS

F0 - Foundation

Steel and aluminum triodetic multipoint frame as per Manufacturer.

Minimum 6” compacted granular fill to 2” above finished grade

Undisturbed native soil; remove vegetation and first layer of organic soils

Refer also to foundation manufacturer's site preparation specifications.

F1  - Main Floor

Flooring as scheduled

Underlay if required, per manufacturer's recommendations

3/4" T+G OSB or plywood subfloor, glued and screwed to sleepers

2x4” sleepers @16” O/C laid horizontally on edge, screwed perpendicular

to joists (run plumbing in this space)

Air/vapour barrier type E

1/2” OSB or plywood sheathing, glued and screwed to joists

16” framing at 16” o/c spans between and flush frames with floor

beams -- open web floor trusses; OR ALTERNATIVELY, TJI engineered

wood floor joists

2-layers 8” stone wool insulation in joist space for a total of R-64 (ASTM

C518)

6x20" integrated engineered wood beams as per Manufacturer

1/2” pressure-treated plywood (protects insulation above)

F2  - Exterior Porch I Patio

2x6 pressure-treated wood decking

2x8 pressure-treated wood joists @ 16” o/c flush framed with floor beams

Integrated engineered wood beams as per Manufacturer, suitable for

outdoor use

F3 - Floors 2 & 3

Flooring as scheduled

Underlay if required, per manufacturer's recommendations

3/4" T+G OSB or plywood subfloor, glued and screwed to joists

12” TJI engineered wood floor joists at 16” o/c

3 1/2" acoustical batt insulation in joist space

[resilient channels @ 16” o/c; 5/8" moisture-resistant GWB] optional, best

practice for acoustics, fire resistance

Ceiling finish as specified

WALLS

E0 - Foundation Wall

Install from 12” above finished grade: pre-engineered wood siding

Install between 12” above finished grade to 2” below finished grade: 1/2” cement

board, paint finish

2x4" pressure-treated wood framing @16" o/c on Triodetic fasteners as per

Manufacturer

Steel and aluminum Triodetic multipoint frame as per Manufacturer

E1 - Exterior Walls

5/8” moisture-resistant GWB

2x4 stud framing @ 16" o.c. installed parallel to floor (run plumbing/electrical in this

space)

2-1/2” stone wool batt insulation in cavity, total R-10 (install behind any

plumbing); OR ALTERNATIVELY, 1-3/4” batts total R-7 (3-1/2” batts split in half)

vapour barrier type F

2x6 stud framing @ 16" o.c.

5-1/2” stone wool batt insulation in stud space, total R-24

1/2” OSB or plywood sheathing

air barrier type G

1x4 vertical strapping @ 24" o.c.

Pre-finished engineered wood siding

P1  - 2x4" Interior Wall,  unrated

5/8" moisture-resistant GWB

2x4" stud framing at 24" o/c

3 1/2" acoustical batt  insulation in stud space

5/8" moisture-resistant GWB

P2  - 2x4" Interior Wall for wet areas,  unrated

5/8" fibreglass-mat GWB  (installed on wet side)

[at water set room only: vapour barrier type F, lap and seal to ceiling VB]

2x4" stud framing at 24" o/c

3 1/2" acoustical batt  insulation in stud space

5/8" moisture-resistant GWB

P3  - 2x6" Interior Plumbing Wall, unrated

5/8" fibreglass-mat GWB (installed on wet side)

2x6" stud framing at 24" o/c

5 1/2" acoustical batt  insulation in stud space

5/8" moisture-resistant GWB

CONSTRUCTION ASSEMBLIES

ROOFS

R1 - Typical Truss Roofs

Roofing as specified c/w underlayment type A

Ice & water shield underlayment 48” from centreline of all eaves and valleys

3/4” (19 mm) plywood or OSB roof sheathing

Pre-engineered wood trusses with minimum 20” (510 mm) depth at heel and tapers

2-layers 8” (203 mm) rock wool insulation in truss space for a total of R-64 (ASTM C518)

Vapour barrier type F

3/4” (19 mm) ceiling strapping @ 16” o/c

Ceiling finish as specified

R2 - Typical Non-Insulated Eaves

Roofing as specified c/w underlayment type A

Ice & water shield underlayment 48” from centreline of all eaves and valleys

3/4” (19 mm) T&G plywood or OSB roof sheathing

Wood outriggers as per Structural

Wood blocking (see eave details)

Prefinished perforated aluminium / steel soffit 

GB

GWB

GL

HM

HPL

HSS

IAL

INSUL 1

LAV

M/A

MAX.

MCP

MIN.

MIRR

M/W

ND

N.B.C.

N.I.C.

No.

n.t.s.

o/c

PB

PLAM

POR

PREFIN

PSF

PT

PTD

PVC

ACTILE 1

adj.

A.F.F.

AL

AL.THRES.

ANOD

B/H

CJ

℄
col

CONC

CONC.B

CPT TILE

CT1

c/w

DO

divs.

ECB

EP

EQ.

EXPOSED

 STRUCTURE

FAK

FAP

FB

FGGB

FP

grab bar type

gypsum wall board

grid line

hollow metal

high-pressure laminate

hollow structural steel

insulated aluminum

insulation type

lavatory

match adjacent

maximum

melamine composite panel

minimum

mirror type

microwave

napkin disposal

National Building Code

not in contract

number

not to scale

on center

pineboard

plastic laminate

porcelain tile

prefinished

pressed steel frame

paint

paper towel dispenser

polyvinyl chloride

acoustic tile ceiling type

adjustable

above finished floor

aluminum

aluminum threshold

anodized

bulkhead

control joint

centreline

column

concrete

concrete block

carpet tile

ceramic tile type

complete with

door operator

divisions

emergency call button

electrical panel

equal

exposed structure

first aid kit

fire access panel

fire blanket

fiberglass mat gypsum board

filler panel

ABBREVIATIONS

Qty

RB

RH

R.O.

RRF

RWL

SCDD

SD

SH

SIM.

SP.

TB

TELE

TMIRR

TTD

t/o

TYP.

u/s

Varies

VCT

WD-SLAT

WH

WC

W/

+

quantity

rubber base

robe hook

rough opening

resilient rubber flooring

rain water leader

surface mounted combination paper

towel dispenser and disposal

soap dispenser

shelf

similar

speaker

tackboard

telephone

tilted mirror

toilet tissue dispenser

top of

typical

underside of

height varies

vinyl composite tile

wood slat ceiling system

wall hydrant

water closet

with

plus/minus (site verify)

SEE BUILDING SECTION 1

A

D1

A4-01

SEE DRAWING A3-01

SEE INTERIOR ELEVATION 1

SEE DRAWING A4-01

A3-01

A2-01

SEE BUILDING ELEVATION 1

SEE DRAWING A2-01

DOOR TYPE 1 - SEE  A6-01

WINDOW TYPE A - SEE  A6-01

01

01

01

ARCHITECTURAL LEGEND

1

INTERIOR SCREEN TYPE 1  - SEE  A6-01

A

FD

1. Refer to Reflected Ceiling Plans A2-01, A2-02, A2-03 for reflected ceiling notes and legend.

2. Refer to Floor Pattern Plans A2-04, A2-05 for floor pattern notes and legend.

GRID LABEL

FLOOR DRAIN. REFER TO MECHANICAL.

W1

EXTERIOR WALL TYPE 1  - SEE  A0-02
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GENERAL NOTES

WORK IS TO PROCEED USING THE PROTOCOLS AND INDUSTRY STANDARDS LAID OUT IN THE

CCDC-2 STANDARD FORM OF CONTRACT, MOST RECENT VERSION ISSUED. ALL MARKUPS ON

CONTRACT CHANGES TO TOTAL 10% ON CONTRACTOR'S OWN WORK, OR 10% ON CONTRACTOR'S

OWN WORK AND 10% ON SUBCONTRACTOR'S WORK, INCLUDING OVERHEAD AND PROFIT.

1. THE FOLLOWING SPECIFIC CONDITIONS SHALL GOVERN ALL TRADES UNDER THESE

SPECIFICATIONS, IN ADDITION TO THOSE PROVIDED.  THE LEAD CONTRACTOR SHALL

COOPERATE AND COORDINATE WITH OTHER TRADES AS REQUIRED TO THE SATISFACTORY

AND EXPEDITIOUS COMPLETION OF THE WORK.

2. THE OWNER MAY INVESTIGATE THE QUALIFICATIONS OF ANY TRADESPERSON.

3. PARTIES TENDERING MUST EXAMINE THE SITE AND OBTAIN FOR THEMSELVES ALL

INFORMATION NECESSARY TO CARRY THE WORK TO COMPLETION, AS NO CLAIM FOR

EXTRA COMPENSATION WILL BE ALLOWED THROUGH LACK OF SUCH INFORMATION ON THE

PART OF THE SUB-TRADE.

4. CARE SHALL BE TAKEN THAT NO DAMAGE IS DONE TO THE EXISTING ROADS, GROUNDS,

LANDSCAPING, BUILDINGS, SERVICES, AND OTHER FACILITIES TO REMAIN IN PLACE. IF

DAMAGED UNDER THIS CONTRACT, THEY SHALL BE RESTORED TO THEIR ORIGINAL

CONDITION UPON COMPLETION OF THE CONTRACT, OR SOONER AS DIRECTED BY THE

OWNER.

5. THE CONTRACTOR AND SUB-CONTRACTORS SHALL PROVIDE INSURANCE WHICH AGREES

WITH THE TERMS SET OUT BY THE OWNER. INSURANCE POLICIES TO BE COPIED BY EACH

PARTY AND TO EACH PARTY.

6. CONTRACTORS SHALL FULFILL AND COMPLY WITH FEDERAL. PROVINCIAL AND MUNICIPAL

REGULATIONS THAT APPLY TO THEIR TRADE.

7. CONTRACTOR SHALL OBTAIN AND PAY FOR ALL PERMITS REQUIRED BY REGULATORY AND

MUNICIPAL AUTHORITIES HAVING JURISDICTION.

8. THE OWNER RESERVES THE RIGHT TO MAKE CHANGES OR VARIATIONS TO THE DRAWINGS

AND SPECIFICATIONS BEFORE WORK STARTS OR DURING THE PROGRESS OF THE WORK.

THE VALUE OF SUCH CHANGES AS DETERMINED BY THE CONTRACTOR, AND APPROVED BY

THE OWNER, SHALL BE ADDED TO OR DEDUCTED FROM THE CONTRACT AMOUNT, THUS

ADJUSTING THE CONTRACT.

9. THE CONTRACTOR SHALL GUARANTEE THE WORK FOR A PERIOD OF ONE YEAR FOLLOWING

THE DATE OF SUBSTANTIAL PERFORMANCE UNLESS STATED OTHERWISE.

10. THE CONTRACTOR SHALL KEEP A PERMANENT WRITTEN RECORD ON THE SITE OF THE

PROGRESS OF THE WORK, WHICH SHALL BE OPEN TO INSPECTION BY THE OWNER.  A COPY

SHALL BE FURNISHED TO THE OWNER UPON REQUEST.

11. THE CONTRACTOR SHALL ISSUE ALL DIRECTIVES TO SUBCONTRACTORS WHICH CHANGE

THE SCOPE OF THE WORK, CONTRACT PRICE, OR CONTRACT TIME.

12. PROJECT MUST COMPLY WITH THE LATEST EDITIONS OF THE FOLLOWING CODES,

STANDARDS AND CLAUSES IN THIS DOCUMENT, INCLUDING ALL AMENDMENTS AND

ADDITIONS.

.1  NATIONAL BUILDING CODE OF CANADA

.2  HYDRO ELECTRICAL SAFETY CODE

.3 ALL STANDARDS REFERENCED IN NBC 2.7 AND ALL MUNICIPAL ZONING AND 

SITE REQUIREMENTS.  

13. NOTIFY PROJECT CO-ORDINATOR PRIOR TO STARTING WORK THAT INVOLVES BREAKING

INTO OR CONNECTING TO EXISTING SERVICES, CARRY OUT WORK AT TIMES DIRECTED BY

OWNER OR AUTHORITIES HAVING JURISDICTION, WITH MINIMUM OF DISTURBANCE TO

PEDESTRIAN AND VEHICULAR TRAFFIC, OR USERS OF BUILDING WHERE REQUIRED FOR

INTERIOR WORK.

14. RECORD LOCATIONS OF MAINTAINED, REROUTED AND ABANDONED SERVICE LINES.

15. SUBCONTRACTORS TO SUBMIT SHOP DRAWINGS, PRODUCT DATA,

16. SAMPLES OR MOCKUPS, RELATING TO THEIR TRADE FOR APPROVAL PRIOR TO ORDERING

OF MATERIALS, AND PROVIDE TWO SETS OF MAINTENANCE AND OPERATION MANUALS AT

TIME OF SUBSTANTIAL PERFORMANCE.

17. OBSERVE CONSTRUCTION SAFETY MEASURES OF THE QUEBEC CONSTRUCTION CODE AND

THE NATIONAL BUILDING CODE, PART 8, PROVINCIAL GOVERNMENT, WORKERS/WORKMEN'S

COMPENSATION BOARD, STANDARDS OF THE FIRE COMMISSIONER OF CANADA, STANDARD

FOR CONSTRUCTION OPERATIONS FCC No. 301 AND MUNICIPAL AUTHORITY PROVIDING

THAT IN ANY CASE CONFLICT OR DISCREPANCY MORE STRINGENT REQUIREMENT SHALL

APPLY.

18. CONTRACTOR SHALL SECURE ALL OPEN AND ACCESSIBLE WORK AREAS TO PREVENT BOTH

INJURY TO OTHER PERSONS AND ACCESS TO THE FACILITY. ANY DAMAGE TO THE FACILITY

AS A RESULT OF A LACK OF DUE DILIGENCE WILL MAKE THE CONTRACTOR RESPONSIBLE

FOR THE REPAIR AND/OR REPLACEMENT OF ITEMS TO THEIR ORIGINAL CONDITION.

19. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING MINIMUM LOCAL LABOUR CONTENT AS

SPECIFIED IN THE ATTACHED BID FORM. THE CONTRACTOR MAY EXCEED THIS REQUIRED

CONTENT BUT MAY NOT UTILIZE LESS THAN THE REQUIRED AMOUNT.

20. COORDINATE WITH OWNER ACCESS TO ALL AREAS FOR AUXILIARY WORK PRIOR TO

COMMENCEMENT OF WORK.

21. ALL SURPLUS MATERIAL SHALL BE HANDED OVER TO OWNER (ARCHITECTURAL,

MECHANICAL, ELECTRICAL) UNLESS AUTHORIZED BY OWNER TO REMOVE FROM SITE.

22. PATCH AND MAKE GOOD ALL WALL, FLOOR AND CEILING SURFACES TO MATCH NEW UNLESS

NOTED OTHERWISE.

23. PROVIDE ALL NECESSARY BLOCKING FOR WALL AND CEILING MOUNTED ITEMS

(ARCHITECTURAL, MECHANICAL, ELECTRICAL).

OWNER/CONTRACTOR GENERAL:

1. RELEVANT CSA STANDARDS, MUNICIPAL REGULATIONS, PROVINCIAL AND FEDERAL

BUILDING CODES SHALL APPLY TO THIS PROJECT.

2. DIMENSIONS AND ELEVATIONS NOTED ON THE DRAWINGS SHALL BE VERIFIED BY THE

CONTRACTOR PRIOR TO STARTING CONSTRUCTION. PROMPTLY ADVISE ARCHITECT UPON

FINDING DIMENSIONAL DISCREPANCIES.

3. ARCHITECTURE ACCEPTS NO RESPONSIBILITY FOR FAILURE OF CONTRACTOR TO COMPLY

TO THE LATEST BUILDING CODES AND FINALIZED DRAWINGS.

4. TURNOVER SURPLUS MATERIALS TO THE OWNER (ARCHITECTURAL, MECHANICAL,

ELECTRICAL) UNLESS AUTHORIZED BY OWNER TO REMOVE FROM SITE.

5. PATCH AND MAKE GOOD ANY FINISHES DAMAGED DURING CONSTRUCTION CAUSED BY THE

CONTRACTORS/SUBCONTRACTORS FORCES.

ROUGH CARPENTRY:

1. LUMBER TO CSA 0141-05 & NLGA-2004 STANDARD GRADING RULES FOR CANADIAN LUMBER.

2. NAILS, SPIKES & STAPLES TO CSA B111-74.

4. HOT DIP GALVANIZING TO CAN/CSA-G164-92.

5. SOFTWOOD PLYWOOD TO CSA 151-04.

ARCHITECTURAL WOODWORK:

1. CABINETWORK: ALL CABINETWORK INCLUDING CASEBODIES, DOORS, DRAWER FRONTS,

GABLES, CABINET BACKS, SHELVES, DRAWER BODIES, UNDER COUNTER TRIMS, AND FILLER

STRIPS TO BE HIGH PRESSURE LAMINATE  (HPL), UNLESS OTHERWISE NOTED.

.1 STANDARD HIGH PRESSURE LAMINATE BY PANOLAM. NEVAMAR Pattern S4025 'HONEY

PLANTAIN' FOR KITCHEN (ROOM #23) UNLESS OTHERWISE NOTED. PIONITE Pattern

SW811 'WHITE' FOR ALL OTHER CABINETWORK.

.2 UNLESS OTHERWISE INDICATED, PROVIDE THE FOLLOWING THICKNESSES FOR

CABINETWORK:

.1 DOORS: 3/4"

.2 DRAWER FRONTS: ¾

.3 GABLES: 3/4" OR 1 1/2"

.4 CABINET BACKS: 5/8"

.5 SHELVES: 3/4" OR 1 1/2"

.6 DRAWER BODIES: 3/4"

2. SOLID SURFACE COUNTERTOPS: SOLID SURFACE ON ONE (1) LAYER 3/4" PARTICLEBOARD,

SIZE TO SUIT DRAWINGS C/W CUSTOM CUTOUTS TO SUIT SINK BOWLS. 'FORMICA SOLID

SURFACING' OR APPROVED ALTERNATE. TWO COLOURS.

3. BUTCHER BLOCK COUNTERTOPS: 1 1/2" MAPLE OR ASH BUTCHERBLOCK. FINISH WITH A

NATURAL OIL, LOW VOC BUTCHER BLOCK CONDITIONER. 'RUBIO MONOCOAT OIL PLUS 2C'

OR APPROVED ALTERNATE.

4. SOLID PINE SURFACE: 3/4" THICK, SOLID PINE ON ONE (1) LAYER 3/4" PARTICLEBOARD.

APPLY THREE (3) COATS CLEAR WATER-BASED POLYURETHANE. SAND LIGHTLY BETWEEN

COATS.

5. BACKSPLASH:

.1 TILE BACKER BOARD  5/8" THICK. 'DENSHIELD TILE BACKER' BY GEORGIA PACIFIC

.2 CERAMIC TILE  'COLOUR AND DIMENSION SERIES' 3" X 6" TILE BY OLYMPIA TILE OR 

APPROVED ALTERNATE. TWO COLOURS.

6. KICK PLATE: 3/4" MEDIUM DENSITY FIBREBOARD (MDF) OR DOUGLAS FIR PLYWOOD (DFP) TO

ACCEPT 4" RUBBER BASE. JOHNSONITE OR APPROVED ALTERNATE. FOUR COLOURS.

7. HINGES: 'BLUM MODUL HINGE 100°' BY RICHELIEU C/W DOOR HINGE PLATE AND DOOR

DAMPENER.

8. DRAWER AND DOOR PULLS: 'CONTEMPORARY METAL HANDLE PULL - 8160' BY RICHELIEU,

BRUSHED NICKEL FINISH, 6 

3

8

" LONG, REFER TO DRAWING FOR INSTALLATION DIRECTION.

9. DRAWER SLIDES: 'ACCURIDE 3832-2G FULL EXTENSION SLIDE' BY RICHELIEU, ZINC FINISH,

LENGTH TO SUIT DRAWER FOR FULL EXTENSION.

10. RECESSED METAL PILASTER: 'NO. 25510' BY RICHELIEU, 5/8" WIDE X TOTAL LENGTH, ZINC

FINISH.

11. PILASTER SHELF CLIP: 'NO. CP2362G' BY RICHELIEU, HEAVY-DUTY, ZINC FINISH.

12. BUTCHER BLOCK SHELF: 1 1/2" MAPLE OR ASH BUTCHERBLOCK. FINISH WITH A  NATURAL

OIL, LOW VOC BUTCHER BLOCK CONDITIONER. 'RUBIO MONOCOAT OIL PLUS 2C' OR

APPROVED ALTERNATE.

13. CONCEALED SHELF SUPPORT: 'NO. 1622410 TRIADE RAIL' BY RICHELIEU, POLISHED

ALUMINUM FINISH, AND '1621512G TRIADE CONCEALED MOUNTING BRACKET' BY RICHELIEU,

NICKEL FINISH.

14. DRAWER KNOBS: 'TRADITIONAL METAL KNOB - 878A'  BY RICHELIEU, MATTE BLACK

15. COAT HOOKS: 'CONTEMPORARY ALUMINUM HOOK - 1320' BY RICHELIEU, ALUMINUM

16. DOOR AND DRAWER BUMPERS: 'NO. MP30311' BY RICHELIEU, CLEAR NYLON, 1/8" HEIGHT X

3/8" DIAMETER, PEEL AND STICK BUMPERS.

17. DRAWER AND DOOR LOCKS: 'BP140101140 ' 'CAM LOCK FOR PANEL THICKNESS UP TO 23 MM'

BY RICHELIEU, CHROME FINISH, KEYED ALIKE #1

18. CORNER PULL-OUT SHELVING SYSTEM: '6922140100' (RIGHT)' 'LE MANS SYSTEM' BY

RICHELIEU, HEIGHT-ADJUSTABLE TRAYS, GRAY MELAMINE SURFACE, CHROME RAILINGS,

DOOR WIDTH 19 11/16", MIN. INTERIOR WIDTH 37 7/8" X MIN. INTERIOR DEPTH 19 11/16".

19. WASTE/RECYCLING CENTER: 'NO. 4WCBM2430DM2 BOTTOM-MOUNTING PULL-OUT WASTE

CONTAINER' BY RICHELIEU.

20. TRAY FOR CLEANING SUPPLIES: ' NO. SBDT2730A1 NEW CABINET DRIP TRAY" BY RICHELIEU,

INTERIOR WIDTH 28 1/2", INTERIOR DEPTH 23 1/4", 'ORION GRAY' COLOUR.

21. SHELF BRACKETS: 'NO. 494W16B' 'HEAVY-DUTY SHELF BRACKET' BY RICHELIEU

STEEL DOORS, FRAMES, AND ACCESSORIES:

1. CANADIAN STEEL DOOR & FRAME MANUFACTURERS ASSOCIATION (CSDFMA)-90.

2. NATIONAL FIRE PROTECTION ASSOCIATION (NFPA), NFPA 80-92, NFPA 252-90.

3. UNDERWRITERS LABORATORIES OF CANADA (ULC), CAN 4-S104M-M80, CAN4-S015M-M85.

4. AMERICAN SOCIETY FOR TESTING AND MATERIALS, ASTM A-525M-91b, ASTMA 526-90, ASTMA

527M-90, ASTMB 29-92, ASTM B 749-85(91), ASTME 152-81a.

5. CANADIAN GENERAL STANDARDS BOARD (CGSB), CAN/CGSB-1d81-92, CGSB 41-GP-19Ma-84,

CAN/CGSB-51.20-87, CGSB 51-GP-21M-78.

6. CANADIAN STANDARDS ASSOCIATION CSA A101-83, CAN/CSA-G40.21-92, CSA W59-89.

7. CONTRACTOR TO SUBMIT DOOR AND FRAME SCHEDULE/LIST FOR OWNER REVIEW.

8. FRAMES, WELDED, HOT DIPPED GALVANIZED TO ASTM 653M, ZF75. ULC RATED & LABELED

AS INDICATED.

9. REINFORCEMENT CHANNELS TO CAN/CSA-G40.21 TYPE 44W 16 GAUGE DOORS AND FRAMES

C/W SILENCERS, TOP AND BOTTOM CAPS, GLAZING STOPS, FIRE LABELS WHERE REQUIRED,

METALLIC PASTE FILLER, AND ACCESSORIES.

10. GLAZING - TEMPERED OR LAMINATED SAFETY GLASS GLASS WHERE INDICATED.

INTERIOR WOOD DOORS:

1. COMMERCIAL GRADE, MEDIUM-DUTY SOLID CORE WOOD DOORS. ULC RATED & LABELED

WHERE INDICATED. ACCEPTABLE MANUFACTURERS: BAILLARGEON, ALLMAR, ASSA ABLOY.

2. STANDARD DOORS: SOLID PARTICLE CORE, SIZES & TYPES INDICATED.

3. FIRE RATED DOORS: SOLID MINERAL CORE, SIZES & TYPES INDICATED.

4. FACE MATERIAL: BIRCH OR MAPLE VENEER.

5. SAMPLES: SUBMIT TWO (2) 8" X 8" VENEER SAMPLES FOR ACCEPTANCE.

6. FINISH: MINIMUM THREE (3) COATS WATER-BASED CLEAR POLYURETHANE. LIGHTLY SAND

BETWEEN COATS.

7. PROTECTION: PROTECT INSTALLED PRODUCTS UNTIL PROJECT COMPLETION.

8. TOUCH-UP, REPAIR OR REPLACE DAMAGED PRODUCTS BEFORE SUBSTANTIAL

COMPLETION.

DOOR HARDWARE:

1. STANDARD HARDWARE LOCATIONS & DIMENSIONS IN ACCORDANCE WITH CANADIAN

METRIC GUIDE FOR STEEL DOORS AND FRAMES PREPARED BY CANADIAN STEEL DOOR AND

FRAME MANUFACTURER' ASSOCIATION. ULC RATED & LABELED WHERE INDICATED.

2. SUBMIT HARDWARE LIST/SCHEDULE FOR REVIEW BY CONSULTANT & OWNER.

3. KEYING: CARD READERS TYPICAL, REFER TO ARCHITECTURAL PLANS & ELECTRICAL.

4. BORED & PRE-ASSEMBLED LOCKS & LATCHES TO CAN/CGSB-69.17-M86, COMMERCIAL

GRADE.

5. BUTTS & HINGES TO CAN/CGSB-69.18-M90/ANSI/BHMA A156.1-81 BY STANLEY OR HAGAR, C/W

BALL BEARINGS.

6. DOOR CLOSERS TO CAN/CGSB -69.20-M90/ANSI/BHMA A156.4-86 LCN4110 SERIES, BARRIER

FREE.

7. KICK PLATES: S.S. 1.27 THICK.

8. DOOR STOPS: FLOOR TYPE ZINC DIE CAST TO CBH 110.

9. DOOR SWEEP, FIRE RATED, W-13S BY KNC.

10. SMOKE SEALS, W-21 BY KNC.

11. EXISTING HARDWARE TO REMAIN AS INDICATED.

12. REFER TO ELECTRICAL FOR POWER & SECURITY ITEMS.

13. ACCEPTABLE HARDWARE MANUFACTURERS:  COMMERCIAL GRADE SCHLAGE, WEISER OR

RICHELIEU.

WINDOWS

1. WINDOWS TO AAMA/WDMA/CSA 101/I.S.2/A440-08 NORTH AMERICAN FENESTRATION

STANDARD/SPECIFICATION FOR WINDOWS, DOORS AND SKYLIGHTS, INCLUDING A440S1-09

CANADIAN SUPPLEMENT; CSA A440.2-09 FENESTRATION ENERGY PERFORMANCE; AND NFRC

100-2010 PROCEDURE FOR DETERMINING FENESTRATION PRODUCT U-FACTORS

2. TRIPLE GLAZED  WINDOWS SHALL HAVE A RATED U VALUE OF 1.40 W/M2K OR LESS. DOUBLE

GLAZED WINDOWS SHALL HAVE A RATED U VALUE OF 1.70 W/M2K OR LESS.

3. FRAME AND SASH PROFILES PULTRUDED FIBREGLASS, WITH A MINIMUM OF WALL

THICKNESS OF 0.090" (2.3 MM), MINIMUM GLASS CONTENT OF 60%

4. FASTENERS: NON MAGNETIC, STAIN AND CORROSION RESISTANT STAINLESS STEEL TO

ASTM E-149.

5. INSULATION:  FRAME PERIMETER AND MULLION CAVITIES TO BE FILLED WITH EPS

INSULATION, TYPE 1, OR OTHER AS APPROVED.

6. GLAZING METHOD: LAID-IN GLAZING USING EPDM, NON-SHRINK RUBBERIZED  GLASS STOP

LOCKED-IN FROM THE INTERIOR. PROVIDE A SECURE AND POSITIVE SEAL.

7. PROVIDE INSECT SCREENS AT ALL OPERABLE WINDOWS TO CGSB 79-GP-1M AND

CAN3-A440-M84 HEAVY DUTY CLASSIFICATION. ROLL-FORMED ALUMINUM FRAME WITH

FRICTION FIT CORNER KEYS. FRAME COLOUR TO MATCH WINDOW FRAMES. SCREEN MESH

BLACK, NON-GLARE FIBERGLASS CLOTH, MESH COUNT 18 X 14, HELD IN PLACE BY SPLINE

BUT REMOVABLE.

8. INSTALLATION BY EXPERIENCED INSTALLERS IN ACCORDANCE WITH MANUFACTURER'S

INSTRUCTIONS AND CSA A-440.4.

SUSPENDED ACOUSTIC CEILINGS:

1. ACOUSTIC PANELS TO CAN2-92.1-M77.

2. CEILING TILE: CLASS A, 610 x 610 x 16 LAY-IN TEGULAR-EDGE TILE.

.1 'ARMSTRONG #296 OASIS 24” X 24”' OR APPROVED ALTERNATE.

.2 SUBMIT SAMPLE(S) FOR REVIEW & ACCEPTANCE.

3.  SUSPENSION SYSTEM: FABRICATE TO ASTM C635-78, 610x610 GRID, COLOUR WHITE.

LINOLEUM COMPOSITE TILE (MCT)

1. MCT IS TO BE 3MM, 13x13” OR 20x20" OR 105" x 79" LINOLEUM COMPOSITION

TILE. ACCEPTABLE MATERIAL: MARMOLEUM STRIATO ORIGINAL SERIES by FORBO. ALLOW

FOR (4) FOUR COLOURS FROM FULL PRODUCT LINE.

2. REFER TO MANUFACTURER'S RECOMMENDATIONS AND FOLLOW COMPLETE INSTALLATION

GUIDELINES, AVAILABLE FOR DOWNLOAD AT WWW.FORBOFLOORINGNA.COM. FOR A HARD

COPY OR FOR ADDITIONAL INFORMATION, CONTACT FORBO TECHNICAL SERVICES AT

1-800-842-7839.

3. ENSURE AREAS TO RECEIVE FLOORING ARE CLEAN, FULLY ENCLOSED AND WEATHERTIGHT.

SET BUILDING HVAC TO MINIMUM OF 68o F (20o C) FOR MINIMUM SEVEN (7) DAYS PRIOR TO,

DURING, AND SEVEN (7) DAYS AFTER INSTALLATION. CONDITION MATERIAL AND ADHESIVE

AT INDOOR INSTALLATION CONDITIONS FOR MINIMUM 48 HOURS PRIOR TO INSTALLATION.

4. STORE TILES IN STACKED CARTONS; LAY FLAT.

5. CONDUCT MOISTURE TESTS PRIOR TO INSTALLATION. REFER TO MANUFACTURER'S

INSTRUCTIONS FOR TESTING METHODS, AND ACCEPTABLE LEVELS FOR SLAB MOISTURE,

PH, AND HUMIDITY.

6. CONDUCT ADHESIVE MAT BOND TESTS BEFORE INSTALLATION.

7. USE MATERIAL FROM THE SAME BATCH/DYE LOT. MIX TILES FROM SEVERAL BOXES. DO NOT

REMOVE MORE TILE FROM THE BOX THAN CAN BE INSTALLED IN APPROXIMATELY 1 HOUR.

INSTALL CARTONS IN CONSECUTIVE ORDER.

8. INSTALL TILES WITH PATTERN GRAIN PARALLEL TO THE LONG DIMENSION OF THE ROOM /

CORRIDOR, AND MATCH GRAIN DIRECTION THROUGHOUT CONTIGUOUS AREAS (I.E.

CORRIDOR 02 IS CONTIGUOUS WITH CORRIDOR 13, PATTERN GRAIN RUNS EAST - WEST).

9. INSTALL TILES INTO WET ADHESIVE AND ROLL WITH A 100 POUND ROLLER BEFORE THE

ADHESIVE HAS DRIED. ALWAYS CHECK FOR PROPER ADHESIVE TRANSFER. IN ORDER TO

ACHIEVE A SECURE BOND, THERE MUST BE A COMPLETE WET TRANSFER OF ADHESIVE TO

THE TILE BACKING.

11. REMOVE FRESH ADHESIVE RESIDUE IMMEDIATELY WITH A CLEAN WHITE DAMP CLOTH.

DRIED ADHESIVE RESIDUE CAN BE REMOVED WITH A CLEAN

12. PROTECT INSTALLED FLOORING FROM CONSTRUCTION TRAFFIC UNTIL SUBSTANTIAL

COMPLETION AND FORMAL HANDOVER TO OWNER.

GYPSUM BOARD:

1. INSTALL IN ACCORDANCE WITH CSA A82.31-M1980.

2. STANDARD BOARD, WATER-RESISTANT BACKING, 5/8” THICK, OR AS INDICATED.

3. CEILING BOARD, 1/2” THICK.

4. TYPE X, SIZES AS NOTED, RATING AS NOTED, c/w ACCESSORIES & TRIM, FIRE RATED BOARD

AS INDICATED.

5. FIBERGLASS-BACKED WATER RESISTANT BOARD: 5/8” THICK. PROVIDE THROUGHOUT

BATHROOMS, WATER SET ROOM, BEHIND PLUMBED MILLWORK, AND WHERE OTHERWISE

INDICATED.

6. ACCESS DOORS, STEEL TYPE, c/w OPERABLE LATCH AND HINGES, GALVANIZED, PAINT

READY, ULC RATED, LOCATE WHERE REQUIRED FOR MECHANICAL AND ELECTRICAL

ACCESS AND AS INDICATED OR DIRECTED BY CONSULTANT.

7. ACCESSORIES: NAILS TO ASTM C514, SCREWS TO ASTM C 1002, ADHESIVE TO

CAN/CGSB-71.25 ASTM C557, LAMINATING COMPOUND:  ASBESTOS FREE, CASING BEADS,

CORNER BEADS, CONTROL JOINTS, EDGE TRIM TO ASTM C 1047, ZINC COATED, SEALANTS

LATEX TYPE, ACOUSTIC SEALANT DOW CORNING, INSULATING STRIPS 3mm THICK,

NEOPRENE WIDTHS AS REQUIRED, JOINT COMPOUND TO ASTM C 475 ASBESTOS FREE.

8. PREPARE SURFACES FOR PAINTING. REMOVE CRACKS, HOLES, RIDGES AND OTHER

BLEMISHES.

PAINTING:

1. ONLY PAINT MATERIALS LISTED ON THE CGSB-1-GP CP SERIES QUALIFIED PRODUCTS LIST

ARE ACCEPTABLE FOR USE ON THIS PROJECT. COLOURS TO BE CHOSEN BY OWNER.

2. ALL COATING MATERIALS TO BE LOW VOC.

3. COLOURS ALLOW FOR A TOTAL OF TWO (2) FIELD COLOURS AND THREE (3) ACCENT

COLOURS. ASSUME A FIELD CEILING COLOUR, A FIELD WALL COLOUR, AND AN ACCENT

WALL COLOUR IN EACH ROOM.

4. NEW GYPSUM BOARD: ONE (1) COAT LATEX PRIMER SEALER, TWO (2) COATS HIGH PERF.'

LATEX, SATIN G4 FINISH.

6. GALV' METAL DOOR & WINDOW FRAMES: ONE (1) COAT PRIMER, TWO (2) COATS ACRYLIC

ENAMEL, SEMI-GLOSS G5 FINISH.

7. NEW WOOD DOORS & INTERIOR SCREEN WOOD FRAMES: THREE (3) COATS CLEAR

WATER-BASED POLYURETHANE. SAND LIGHTLY BETWEEN COATS.

CAULKING & SEALANTS

1. CAULKING, GENERAL:  CAULKED JOINTS ARE NOT NECESSARILY INDICATED ON THE

PROJECT DRAWINGS, HOWEVER, ENSURE THAT JOINTS THAT REQUIRE CAULKING ARE

SEALED PRIOR TO PAINTING.  WHEN CAULKING IS PERFORMED AFTER PAINTING, CAULKING

COLOUR TO MATCH COLOUR OF ADJACENT FINISH FROM MANUFACTURER'S STANDARD

COLOUR RANGE.

2. ONLY SEALANTS LISTED ON CGSB QUALIFIED PRODUCTS LIST ARE ACCEPTABLE.

3. BACK-UP MATERIALS TO BE COMPATIBLE WITH SEALANT.

4. VERTICAL AND HORIZONTAL NON-TRAFFIC BEARING JOINTS, TO TABLE 1, CGSB 19-GP-23.

5. APPLICATION:  DUST AND OTHER FOREIGN MATTER TO BE REMOVED AND JOINTS DRIED.

APPLY TO MANUFACTURER'S INSTRUCTIONS BY FILLING VOIDS AND JOINTS SOLID.

SUPERFICIAL PAINTING WITH SKIN BEAD IS NOT ACCEPTABLE.  SURFACE OF CAULKING

MUST BE FORMED SMOOTH, FREE FROM RIDGES, WRINKLES, SAGS, AIR POCKETS,

EMBEDDED IMPURITIES. NEATLY TOOL SURFACE TO A SLIGHT CONCAVE JOINT.  ADJACENT

SURFACES MUST BE CLEANED IMMEDIATELY AND WORK LEFT NEAT AND CLEAN. EXCESS

CAULKING AND DROPPINGS MUST BE REMOVED USING RECOMMENDED CLEANERS AS

WORK PROGRESSES.  MASKING TAPE MUST BE REMOVED BEFORE CAULKING HAS SET.

FIRE STOPPING AND SMOKE SEALS

1. TO CAN4-S115-M85 1991, EXCEPT WHERE SPECIFIED OTHERWISE.

2. PRODUCTS MUST BE CERTIFIED BY ULC-UNDERWRITERS LABORATORY OF CANADA.

3. CONTRACTOR TO SUBMIT DATA SHEETS TO CITY OF THUNDER BAY FOR REVIEW.

WASHROOM ACCESSORIES:

A. TOILET TISSUE DISPENSER: DOUBLE ROLL TYPE, SURFACE MOUNTED, CHROME PLATED,

STEEL FRAME, ROLL UNDER SPRING TENSION FOR CONTROLLED DELIVERY. ACCEPTABLE

MATERIAL: FROST 150.

B. MIRRORS: VANDAL RESISTANT WALL MOUNTED, 18" x 30" FRAMED MIRROR, 1/4" TO

CAN/CGSB-12.5, STAINLESS STEEL FRAME. ACCEPTABLE MATERIAL: FROST 941-1830 SERIES.

C. GRAB BARS: L-SHAPED WALL TUBING OF CHROME PLATED STAINLESS STEEL.  KNURL BAR

AT AREA OF HAND GRIPS. GRAB BAR MATERIAL AND ANCHORAGE TO WITH STAND

DOWNWARD PULL OF 2.2 KN. ACCEPTABLE MATERIAL: FROST 1003-30x30.

D. GRAB BARS: WALL TUBING OF CHROME PLATED STAINLESS STEEL. KNURL BAR AT AREA OF

HAND GRIPS. GRAB BAR MATERIAL AND ANCHORAGE TO WITH STAND DOWNWARD PULL OF

2.2 KN. ACCEPTABLE MATERIAL: FROST 1001-24.

E. COAT HOOKS: STAINLESS STEEL WITH MAXIMUM 2" PROJECTION. ACCEPTABLE MATERIAL:

BOBRICK B6707.

F. JANITORIAL SHELF: ACCEPTABLE MATERIAL: FROST 1115.

ENGINEERED WOOD SIDING

1. BORATE-IMPREGNATED WOOD FIBRE SUBSTRATE WITH RESIN BINDING: LP CANEXEL

ULTRAPLANK, KWP NATURETECH, OR APPROVED EQUAL. PREFINISHED FACTORY BAKED-ON

FINISH. REFER TO ELEVATIONS FOR COLOUR DETAILS. INCLUDE TOUCH-UP PAINT FROM

THE MANUFACTURER TO MATCH COLOURS SELECTED.

2. PREFINISHED WHITE TRIM BOARDS: AT ALL CORNERS, AROUND

LOUVERS, PENETRATIONS, AND AS A MOUNTING SURFACE FOR EXTERIOR ITEMS SUCH AS

LIGHT FIXTURES, OUTLETS, RAILINGS, ETC., AND AS INDICATED ON THE

DRAWINGS. ENGINEERED WOOD TRIM BOARDS 50 (1”, 5/4) THICKNESS, SUPPLIED FROM THE

SAME SIDING MANUFACTURER. AT LOUVRES & PENETRATIONS: 2” WIDTH. ALL OTHER

LOCATIONS: 4” WIDTH.

3. UNDERLAYMENT: SHEATHING TO CAN/CGSB51.32 AS SPECIFIED AND AS DETAILED. INCLUDE

WOOD FURRING/BLOCKING AS REQUIRED TO SUPPORT SIDING DETAILS SHOWN ON

DRAWINGS.

4. EXPOSED FASTENERS FOR PANELS: STAINLESS STEEL HEX SCREWS, 6MM (1/4”) DIAMETER

X LENGTH TO PENETRATE FULLY THROUGH SHEATHING TO CSA-B35.4.  REFER TO

MANUFACTURER'S RECOMMENDATIONS FOR SPACING AND INCLUDE A STAINLESS STEEL

WASHER/GROMMET FOR EACH SCREW.

5. CONCEALED FASTENERS FOR LAP SIDING: HOT DIPPED GALVANIZED NAILS (BLIND NAIL) AS

PER MANUFACTURER'S RECOMMENDATIONS AND TO PENETRATE FULLY THROUGH

SHEATHING TO CSA-B35.4.

6. PATCHING COMPOUND: CEMENTITIOUS PATCHING COMPOUND ACCEPTABLE TO THE SIDING

MATERIAL MANUFACTURER.

7. INCLUDE PREFINISHED METAL DRIP FLASHINGS AT HORIZONTAL TRANSITION POINTS

BETWEEN ONE SIDING TYPE AND THE NEXT.

VAPOUR BARRIER, AIR BARRIER, DAMPROOFING, ROOF UNDERLAYMENT

1. ADHERE TO REQUIREMENTS FOR MATERIALS AND INSTALLATION IN THE SEALANT AND

WATERPROOFER'S INSTITUTE  SEALANT AND CAULKING GUIDE SPECIFICATION; NATIONAL

AIR BARRIER ASSOCIATION  PROFESSIONAL CONTRACTOR QUALITY ASSURANCE PROGRAM;

CANADIAN URETHANE FOAM CONTRACTOR'S ASSOCIATION PROFESSIONAL CONTRACTOR

QUALITY ASSURANCE PROGRAM; SEALANT AND WATERPROOFER'S INSTITUTE - SEALANT

AND CAULKING GUIDE SPECIFICATION OR LATEST; CANADIAN CONSTRUCTION MATERIALS

CENTRE (CCMC), TECHNICAL GUIDE FOR AIR BARRIER SYSTEMS FOR EXTERIOR WALLS OF

LOW-RISE BUILDINGS.

2. PREPARE AND INSTALL ACCORDING TO MANUFACTURER'S INSTRUCTIONS; ADHERE TO

INSTRUCTIONS REGARDING SUBSTRATE SURFACE PREPARATION AND SEALANT MATERIAL

TEMPERATURE RANGES.

3. SUPPLY AND INSTALLATION OF AIR/VAPOUR BARRIER MATERIALS AND ASSEMBLIES TO

RESULT IN A CONTINUOUS BUILDING ENVELOPE AND A CONTINUOUS SEAL AT ALL BUILDING

PENETRATIONS.

AIR- AND VAPOUR BARRIER AND ROOF UNDERLAYMENT:

ROOFING

1. METAL SHINGLES: 26-GAUGE HOT-DIP GALVANIZED STEEL PANELS, FACTORY BAKED-ON

FINISH, INSTALLED USING CONCEALED FASTENERS AND SNAP-LOCK STANDING SEAMS.

MINIMUM 40-YEAR MANUFACTURER'S WARRANTY.

2. PROVIDE CONTINUOUS RIDGE VENT AT ROOF PEAK WITH RIDGE CAP BY SAME

MANUFACTURER.

3. CONTINUOUS RIDGE VENT: 19MM (3/4”) THICK X 267MM (10.5”) WIDE, HIGH DENSITY FIBER

ROLLED MATERIAL WITH A MINIMUM NET FREE VENTILATION AREA OF 15.2 SQUARE INCHES

PER LINEAL FOOT, BLACK OR GRAY COLOUR.  ACCEPTABLE MATERIAL: RIDGEMASTER PLUS,

BLOCKSOM & CO. ROOF SAVER, MENZIES SHINGLE OVER RIDGE TOP VENT, OR APPROVED

EQUAL.

4. MODIFIED OR RUBBERIZED ROOFING MASTIC TO CAN/CGSB-37.50. LAP CEMENT: TO

CAN/CGSB-37.4.

INSULATION & MEMBRANES:

1. TO CAN4-S115-M95, PRODUCTS MUST BE ULC CERTIFIED.

2. EXTERIOR WALLS AND ROOF BATT INSULATION TO CAN/ULC S702, R-4.4 PER INCH AT WALLS,

R-4 AT ROOF. ACCEPTABLE MATERIAL ROXUL COMFORTBATT OR APPROVED EQUAL.

3. ACOUSTICAL SOUND AND FIRE ATTENUATION BATT AND BLANKET AT INTERIOR PARTITIONS:

TO ASTM C 665, ULC DESIGN. ACCEPTABLE MANUFACTURER: ROXUL, OWENS CORNING OR

OTTAWA FIBRE.

4. ACCESSORIES - INSULATION CLIPS, TAPE, AND TYPES AS RECOMMENDED BY

MANUFACTURER. STAPLES, NAILS, GALVANIZED.

5. SPRAYFOAM INSULATION: TO MEET CAN/CGSB 19.13-M87, LOW EXPANSION FOAM.

SHEET METAL FLASHING AND TRIM

1. WORK TO INDUSTRY STANDARDS ACCEPTED BY THE LOCAL CONSTRUCTION AND TRADE

ASSOCIATIONS.

2. FLASHINGS, FASCIAS, AND BENT CLOSURES: 24 GAUGE (0.6MM)

3. FINISHES: GALVALUME OR 8000 SERIES FROM STANDARD COLOURS.; ALLOW FOR FOUR

COLOURS AS SELECTED BY CONSULTANT.

4. CONTINUOUS SOFFIT VENT (UNLESS SPECIFIED OTHERWISE): 61MM (2 3/8”) WIDE STRIP

VENT WITH  44MM (1 ¾”) PERFORATED WIDTH OR FULL WIDTH PERFORATED SOFFIT PANELS

TO SUIT. PREFINISHED METAL IN A WHITE OR MILL FINISH.  INCLUDE ALL RELATED

ACCESSORIES NECESSARY.  ACCEPTABLE MATERIAL: MENZIES METAL PRODUCTS

CONTINUOUS SOFFIT VENT, OR APPROVED EQUAL.

5. PREFINISHED SOFFIT:  VENTED, FACTORY BAKED-ON PRIMER AND OUTSIDE COATING TO BE

DURABLE AND FADE RESISTANT.  COLOUR TO BE SELECTED BY CONSULTANT FROM FULL

STANDARD RANGE.  KAYCAN OR APPROVED EQUAL.

6. EAVESTROUGHS AND DOWNSPOUTS: 24 GAUGE CORE MATERIAL, PRECOATED

STEEL; ALLOW FOR TWO COLOURS AS SELECTED BY CONSULTANT FROM STANDARD

RANGE.  EAVESTROUGH TO BE 150MM (6”) MINIMUM WIDTH X 100MM (4”) MINIMUM DEPTH

WITH STANDARD PROFILE, AS INDICATED ON THE DRAWINGS.  UNLESS NOTED OTHERWISE

ON DRAWINGS, DOWNSPOUTS TO BE 200MM (8”) WIDE X 150MM (6”) DEEP WITH OPEN FRONT

FACE. ALL DOWNSPOUTS INSTALLED COMPLETE WITH 1200MM (48”) KICKS TO PRECAST

CONCRETE SPLASHPADS.

7. PRE-CAST CONCRETE SPLASH PADS: MIN. 18"W x 30"L x 3"H.

8. FASTENER: PREFINISHED STEEL WITH FIBERGLASS REINFORCED NYLON HEAD AND SOFT

NEOPRENE WASHER, AT EXPOSED LOCATIONS.  EXPOSED FASTENERS TO MATCH SAME

COLOUR AS FLASHING AND FASCIAS.

9. SEALANT:  CLEAR SILICONE AS PER SECTION 07 92 00.

RUBBER BASE

1. RESILIENT RUBBER WALL BASE TO CAN/CSA A 126.5-87, 4" (100MM) HIGH.

2. ACCEPTABLE MATERIAL: JOHNSONITE 4" TRADITIONAL WALL BASE 'DC-XXX-4' OR APPROVED

EQUAL. COLOURS TO BE SELECTED BY CONSULTANT.

3. ACCESSORIES, ADHESIVES, ETC. AS PER MANUFACTURER'S SPECIFICATIONS

4. INSTALL AS PER MANUFACTURER'S SPECIFICATIONS.

VINYL SHEET FLOORING

1. HOMOGENOUS SHEET VINYL TO CA01350 / ASTM F1913 -04, JOHNSONITE IQ OPTIMA OR

APPROVED EQUAL. PROVIDE ALL ADHESIVE AND ACCESSORIES REQUIRED FOR

INSTALLATION, MAINTENANCE AND REPAIR, CERTIFIED BY MANUFACTURER.

2. ENSURE FLOOR SUBSTRATES ARE CLEAN, SOUND AND FREE OF DEFECTS PRIOR TO

FLOORING INSTALLATIONS. SEAL CONCRETE FLOOR TO MANUFACTURERS

RECOMMENDATIONS.

3. USE A FLOOR LEVELING COMPOUND TO ACHIEVE SLOPE TO FLOOR DRAINS. ACCEPTABLE

FLOOR LEVELING COMPOUND MANUFACTURERS: RUTLAND, DAP, HENRY.

4. COVE BASE, RUBBER WITH RADIUS TOP, COLOUR AS SELECTED BY CONSULTANT.

5. INSTALL FLOORING UNDER MILLWORK AND OTHER PERMANENTLY MOUNTED FITTINGS.

6. SEALER AND WAX:  TYPE RECOMMENDED BY VSF FLOORING MANUFACTURER FOR

MATERIAL TYPE AND LOCATION.

7. TRANSITION STRIPS: AS RECOMMENDED BY MANUFACTURER.

8. INSTALLATION, STORAGE AND HANDLING AS PER MANUFACTURER'S SPECIFICATIONS.

9. VENTILATE SPACE DURING GLUING OPERATIONS.

10. PROHIBIT TRAFFIC ON FLOORING 48 HRS AFTER INSTALLATION.
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AND STONE SEATING

4
.
0

m
3

6
.
5

m

6'-0" LIVING

WILLOW FENCE

4'-0" LOCKABLE

WOOD SLIDING GATE

ENTRANCE

SHED

GRAVEL

DRIVEWAY

3.0m

INDIGENOUS SPECIES PLANTINGS,

DROUGHT RESISTANT, PLANT

HARDINESS ZONES 0A TO 1B -

TOLERANT SPECIES ONLY

GREENHOUSE + RAISED

GARDEN BED

36.5m

2
.
0

m

 SEPTIC FIELD

(EXACT AREA DEPENDENT

ON SOIL CONDITIONS)

3
.
1

m

SLOPE

DOWN

2-5%

WATER

SET

ROOM

SLOPE  DOWN

1% FROM

HOME IN ALL

DIRECTIONS

PROPOSED 2500 SEPTIC TANK, BURIED C/W

GROUND ANCHORS. PROVIDE HEAT TRACE,

INSULATE TANK W/ RIGID INSULATION. USE

TELESCOPING, HEAT TRACED CONNECTION

TO HOUSE SEWAGE LINE.

MIN. 4.0M SETBACK

FROM ROADWAY

NOTE: PLAN IS DIAGRAMMATIC

ONLY.FINAL SITE PLAN TO BE

DEVELOPED ONCE A LOCATION IS

CONFIRMED.

ISSUE NOTES

01

A1-00

SITE PLAN

 SCALE: 1:2000M

AS NOTED APRIL 14, 2020

LR ES

1905

R-0

A1-00

SITE PLAN

David T Fortin Architect INC.

Bunibonibee Cree Nation, Oxford House 24, Manitoba

National Research

Council of Canada:

A Path To Healthy Housing

1 2019 DEC 15 ISSUED FOR DRAFT REVIEW

P

R

E

L

I

M

I

N

A

R

Y

N

O

T

 

F

O

R

C

O

N

S

T

R

U

C

T

I

O

N

2 2020 JAN 16 ISSUED FOR 99% REVIEW

3 2020 MAR 31 RE-ISSUED FOR 99% REVIEW

4 2020 APR 14 ISSUED FOR FINAL REPORT



BUILDING OUTLINE BELOW.

WOOD STOVE CHIMNEY

SNOW DEFLECTOR

C

B

A

2 5431

DECK OUTLINE BELOW.

SLOPE DOWN

12/12

SLOPE DOWN

12/12

CONTINUOUS RIDGE VENT

DOWNSPOUT C/W 48" KICK

TO PRECAST CONCRETE

SPLASHPAD

10'-0"
3'-5

1

4

"
16'-0" 16'-0"

1
6

'
-
0

"
1

6
'
-
0

"

C

B

A

2 5431

ISSUE NOTES

1 2019 DEC 15 ISSUED FOR DRAFT REVIEW

2 2020 JAN 16 ISSUED FOR 99% REVIEW

3 2020 MAR 31 RE-ISSUED FOR 99% REVIEW

4 2020 APR 14 ISSUED FOR FINAL REPORT

01

A2-00

 SCALE: 1/4" = 1'-0"

02

A2-00

ROOF PLAN

 SCALE: 1/4" = 1'-0"

AS NOTED APRIL 14, 2020

LR ES

1905

R-0

A2-00

STRUCTURAL GRID

PLAN + ROOF PLAN

David T Fortin Architect INC.

Bunibonibee Cree Nation, Oxford House 24, Manitoba

National Research

Council of Canada:

A Path To Healthy Housing

P

R

E

L

I

M

I

N

A

R

Y

N

O

T

 

F

O

R

C

O

N

S

T

R

U

C

T

I

O

N

STRUCTURAL GRID PLAN

MAIN FLOOR NOTES

NOTE 1

Galvalume kick within a 8” W x 6” D trough in sidewalk, c/w inset grate flush with sidewalk surface; refer also to Civil

drawings.

NOTE 2

Galvalume downspout wraps around inside face of column, 48” kick to precast concrete splashpad set in raised planter bed.

NOTE 3

Wood post supporting porch canopy above, refer to structural.
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Indicates 16" Steel Roofing panels with concealed fasteners

(Steel Profile Snap-Lok 16” in "REGENT GREY QC 8730" by

Westman Steel or approved alternate)

Indicates 7/16" pre-finished panel, borate-impregnated wood fibre

substrate with resin binding. 4' x 8' No-Groove Textured Strand

Panel Siding in 'Mist Grey' by LP Smartside.

Indicates 3/8" x 5 1/2" pre-finished lap siding, borate-impregnated

wood fibre substrate with resin binding. (13 mm x 140 mm) Exterior

Wood Trim  in 'Commercial Brown' by KAYCAN Naturetech.

Indicates 3/8" x 6" pre-finished lap siding, borate-impregnated wood

fibre substrate with resin binding. WTB346121340 (13 mm x 140mm)

ExteriorWood Trim in 'Red Wine' or 'Country Red' by KAYCAN

Naturetech.

Indicates 3/4"" x 48" x 96" cement board rated for ground contact.

Indicates 3/8"" x 3 1/2" milled local lumber. Treated by charring and

applying linseed oil.

1. Refer to installation instructions by manufacturer.

2. All exposed wood substrate must be primed and painted to match product's

surface colour.

3. Paint all exposed metal surfaces on roof (flashing, vents, etc.) with matching

roof accessory paint.
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Sliding operable windows. Prefinished, extruded fibreglass frames. Laminated glass for exterior window panes, low-e coating, inert gas fill, framed insect
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Single-hung operable windows. Prefinished, extruded fibreglass frames. Laminated glass for exterior window panes, low-e coating, inert gas fill, framed insect

screen insert.
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EAST  EXTERIOR ELEVATION

 SCALE: 1/4" = 1'-0"

EXTERIOR ELEVATION NOTES

NOTE 1

Downspout c/w 48" kick to precast concrete splashpad.

NOTE 2

Chimney c/w louvered vent cap, snow defelector and metal strap roof anchors. Extend chimney pipe to minimum 24" higher

(600mm) than roof peak.
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EXTERIOR FINISHES LEGEND

Indicates 16" Steel Roofing panels with concealed fasteners

(Steel Profile Snap-Lok 16” in "REGENT GREY QC 8730" by

Westman Steel or approved alternate)

Indicates 7/16" pre-finished panel, borate-impregnated wood fibre

substrate with resin binding. 4' x 8' No-Groove Textured Strand

Panel Siding in 'Mist Grey' by LP Smartside.

Indicates 3/8" x 5 1/2" pre-finished lap siding, borate-impregnated

wood fibre substrate with resin binding. (13 mm x 140 mm) Exterior

Wood Trim  in 'Commercial Brown' by KAYCAN Naturetech.

Indicates 3/8" x 6" pre-finished lap siding, borate-impregnated wood

fibre substrate with resin binding. WTB346121340 (13 mm x 140mm)

ExteriorWood Trim in 'Red Wine' or 'Country Red' by KAYCAN

Naturetech.

Indicates 3/4"" x 48" x 96" cement board rated for ground contact.

1. Refer to installation instructions by manufacturer.

2. All exposed wood substrate must be primed and painted to match product's

surface colour.

3. Paint all exposed metal surfaces on roof (flashing, vents, etc.) with matching

roof accessory paint.
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TYPE A
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 SINGLE CYLINDER DEADBOLT, PASSAGE LOCKSET LEVER HANDLE, WEATHERSTRIPPING, LAMINATED GLASS

PRIVACY LOCKSET LEVER HANDLE, DOOR STOP, BIRCH VENEER DOOR c/w CLEAR FINISH

PRIVACY LOCKSET LEVER HANDLE, DOOR STOP, BIRCH VENEER DOOR c/w CLEAR FINISH
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WEST  EXTERIOR ELEVATION

 SCALE: 1/4" = 1'-0"

EXTERIOR ELEVATION NOTES

NOTE 1

Downspout c/w 48" kick to precast concrete splashpad.

NOTE 2

Chimney c/w louvered vent cap, snow defelector and metal strap roof anchors. Extend chimney pipe to minimum 24" higher

(600mm) than roof peak.
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ENLARGED 'TINY HOME' MAIN FLOOR PLAN
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ENLARGED 'TINY HOME' SECOND FLOOR PLAN
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TINY HOME NOTES

"Tiny home" drawings shown above are diagrammatic ONLY. Exact details and construction assemblies TBD at

the time of house construction.
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